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RESUMO

A pesquisa que segue apresenta a proposta de um componente de vedagao vertical moldado
em madeira particulada de bracatinga e adesivo a base de lignina. Para construir a base de
conhecimento sobre a qual se desenvolveu a proposta, adotou-se duas abordagens: a
primeira investiga a tecnologia construtiva em madeira no Brasil com énfase nas solugoes
adotadas nas casas de tdbuas e mata-juntas que receberam a denominacdo de Casas de
Araucaria. Suas técnicas de construcao tiveram origem e disseminaram-se principalmente
nos estados da regido Sul do Brasil, entre o final do século XIX e a primeira metade do século
XX. A segunda abordagem diz respeito a caracterizacdo de compdsito de particulas de
madeira de bracatinga e adesivo alternativo a base de lignina residual. A bracatinga é uma
espécie nativa que integra o sub-bosque da araucaria e pode constituir formagoes puras
denominadas bracatingais. A lignina contida no adesivo adotado na pesquisa, por sua vez, é
proveniente do refugo do processo de obtenc¢do de celulose para fabricacdo de papel e vem
sendo testada como substituta parcial do fenol em formula¢des do adesivo fenol-
formaldeido. Como etapa prévia a da proposi¢ao projetual, os materiais selecionados foram
testados em laboratorio na forma de chapas de madeira aglomerada, tendo em vista avaliar
as propriedades fisicas e mecanicas do compdsito gerado. Uma vez caracterizado o material,
iniciou-se o desenvolvimento da proposta de produto, adotando-se como conceito de
referéncia a tecnologia construtiva da Casa de Araucaria. O componente de vedacao vertical
projetado foi prototipado em escala real para avaliacdo do processo de moldagem e da
qualidade final do produto. Os resultados preliminares obtidos com o experimento piloto
revelaram que o compdsito a base de particulas de madeira de bracatinga e adesivo lignina-
fenol-formaldeido apresentou propriedades muito semelhantes as de compdsito
testemunha formulado com adesivo convencional fenol-formaldeido. Para a maioria das
propriedades analisadas, os valores obtidos atenderam aos requisitos da norma brasileira
NBR 14810-2:2013 — Painéis de particulas de média densidade, para painéis estruturais para
uso em condi¢des umidas (tipo Ps). Em relacdo ao experimento principal — prototipagem,
identificou-se a conformacao das saliéncias como o ponto critico na moldagem do produto,
resultando em varia¢des na densificacdo das diferentes se¢des das pecas moldadas. O
posicionamento horizontal do molde para formagdo do colchdo de particulas e a pré-
prensagem a frio levaram a uma maior consolida¢ao do compdsito e ao melhor acabamento
superficial.

Palavras-chave: Arquitetura em madeira. Design de produto. Projeto de componentes
construtivos. Produtos moldados. Madeira reconstituida.



ABSTRACT

The research presents the proposal of a particulate wood molded component for vertical
wrapping of contemporary houses. In order to build the knowledge base on which the
proposal was developed, two approaches were adopted: the first one investigates wood
constructive technology in Brazil with emphasis on the solutions adopted in Araucaria
Houses. Its construction techniques originated and were mainly disseminated in southern
states of Brazil, between the end of 1gth century and the first half of 20th century. The second
approach concerns the study of bracatinga particles composite and residual lignin-based
alternative adhesive. Bracatinga is a native species that integrates araucaria sub-forest and
can constitute pure formations denominated bracatingais. Lignin contained in the adhesive
used inthe research, inturn, comes from cellulose obtainment process scrap for papermaking
and has been tested as a partial substitute for phenol in formulations of phenol-formaldehyde
adhesive. As a preliminary step to design proposal, selected materials were tested in
laboratory in agglomerated wood sheets form, in order to evaluate physical and mechanical
properties of the generated composite. Once the material was characterized, product design
development was started, adopting Araucaria House constructive technology as a concept
reference. The vertical wrapping component designed was prototyped in real scale for
evaluation of the molding process and final product quality. Preliminary results obtained with
pilot experiment revealed that the composite based on bracatinga particles and lignin-
phenol-formaldehyde adhesive had properties very similar to those of control composite
formulated with conventional phenol-formaldehyde adhesive. For most properties, values
obtained met the requirements of Brazilian standard NBR 14810-2: 2013 - Medium density
particleboards for structural panels for use in humid conditions (P5 type). Regards the main
experiment - prototyping, protrusions conformation was identified as the critical point in
product molding process, resulting in densification variance in product different sections.
Horizontal positioning of the mold to form the particle mattress and cold pre-pressing led to
a better composite consolidation and also better surface finish.

Key words: Wood architecture. Product Design. Constructive components design. Molded
products. Reconstituted wood.
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